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Analvsis Instruments for Materials & Liauids





	PO/inquiry number:
	Date:
	Due date for quote:


	Customer data
	End user
	Company
	

	
	
	Address
	

	
	
	Contact
	

	
	
	Phone
	

	
	
	E-mail
	

	
	Distributor
	Company
	

	
	
	Contact
	

	
	
	E-mail
	

	Industry & Area (main process, utilities, environmental):



	Application:



	Purpose
	Purpose of the measurement.
Required, please tick one or more.


	· Concentration, Binary Solution

· 2 Concentrations, Ternary Solution

· Density of bulk fluid
· Strength of liquor in slurry

· Suspended solids in Slurry

· Clarity of slurry

	Dissolved
	List all dissolved components in the liquor, excluding any suspended solids and indicate concentration per component.
Raw water
	Components
	Norm.
	Min.
	Max.
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	Suspended 
	Describe:

1. material type,
2. concentration range

3. particle size distribution 

  range in µm (PSD)


	Components
	Norm.
	Min.
	Max.
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	Interferences
	Give a description of the suspected interferences: …



	
	Process Conditions
	
	Temp.

[°C]
	Pressure

[Bar] 
	Density

[g/l]
	pH
	EC

[mS/cm]

	
	
	Norm.
	
	
	
	
	

	
	
	Min.
	
	
	
	
	

	
	
	Max.
	
	
	
	
	


Installation:
	Sensor
	Common sensor materials: AISI-316, Hastelloy C2000, Hastelloy C276, Monel, PEEK, PVDF, CPVC, HDPE, Viton

Materials unaccepted: …
Materials allowed: 
Materials required: 

	
	Area classification
Not classified
	· Sanitary

· Explosion proof (Zone, Class) .....
· IP Classification

	
	Probe mounting
A wait your proposal for mounting on an open channel
	· In a pipe: 
Pipe & flange size …
Pipe Material …
Select:

· Insertion probe

· Spool Piece or wafer cell

· In a tank:

Tank size …

Tank material …

Select:

· Immersion (top down). Depth…
· Tank side mounting

	Controller
	Enclosure type
	· Weatherproof cabinet (coated steel)
· Split unit (display in panel, controller in cabinet)
· AS

· Portable case

· Explosion proof

· Other:

	
	Installation location
	· Outside
Ambient temperature range …     [°C]

Requires sun protection? … Y/N

· Inside. Location…


	
	Distance from Probe to controller.


	Distance is max. 150 m (450 ft)

Please specify distance required: meter 

	
	Power Supply
	· 110-230 Vac 50-60 Hz
· 24 Vdc

	Communi-
cation
	Please specify communication requirements with plc/scada/dcs 


	· 4-20 mA #1 (std) DCS/Scada terminator / input resistance 250 Ohm optimum (max 450 Ohm) 
· 4-20 mA #2 (std)
· Alarm relays (std)

· Ethernet

· Modbus RTU over RS485
· USB logging



Please add remarks to this inquiry. Any remarks are appreciated.
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